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This document is to better understand proper installation, maintenance, and care.

Preparation Instructions:
• Read Instructions
• Shut off water supply
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Standard Fixture Dimensions:

78”

12”

33”

46”

Floor

2” MIN.
3-1/4” MAX.

Rough-in Installation:

Thin wall Installation:

3-1/4” MAX.
ROUGH-IN

2” MIN.
ROUGH-IN

3-1/4” MAX.

Standard Installation
1. Turn off the hot and cold water
supplies or the main supply line. Cut
all necessary rough-in holes using the
plaster guard as a template. See the
next page for details.  Do not over cut
the diameters of the rough-in holes.
To protect your tub or shower from
tool damage, place protective matting
in the tub base and work area.
2. Mount the valve body assembly as
per Rough-in or Thin wall installation
drawings below. Attach Hot and Cold
supply lines with rigid pipe. Use 1/2”
solder connections or NPT pipe
threads on the valve body inlets and
outlets. Assure that the water supply
lines are in proper orientation to the
valve body. See cover page for hot and
cold water orientation. The valve body
has SHR, and TUB raised letters. Use
the plaster guard to protect valve from
grout, paint, and other damage.
3. Use pipe-joint compound or teflon
tape on all threaded assemblies.
4. Connect the shower and spout
piping to the valve body. Do not install
the shower head until the system has
been flushed. When sweating copper
pipe joints, be careful to not overheat
the valve body. Be sure to clean all
flux from sweated pipe joints. This
will inhibit green-colored oxidation.
5. Depending on the intended purpose,
use a 1/2” sweat plug or a 1/2” NPT
plug with teflon tape and pipe-joint
compound to close off either the
shower or tub porthole.
6. Install the shower arm with a strap
wrench. Do not install showerhead!
7. After all piping and threaded
assemblies are made, flush the valve
and piping system with hot and cold
water for approximately one minute.
8. Install the showerhead and tub spout
and check all fittings for leaks.
9. Install all of the trim hardware and
handle to complete the installation.
10. Recheck your work to assure that
all fittings are secure and that there are
no leaks or loose assemblies.
Thank you for purchasing our product!

Use Thin Wall Plate

Thin Wall Plate Not Used

Tub and
Shower

Shower



Thank you for buying GERBERproducts!

ID#     Description                  Chrome         Polished Brass
1 ....... Shower Assy. .................... 49-209 .................. 88-317
2 ....... Shower Head ..................... 49-199 .................. 88-527
3 ....... Shower Arm ...................... 92-012 .................. H2-012PV
4 ....... Flange ............................... 92-021 .................. H2-021PV
5 ....... Deluxe Showerhead .......... 49-198 .................. 88-307
6 ....... Slip Spout ......................... 98-241 .................. H8-241PV
......... Spout w/IPS ...................... 92-573 .................. H2-570PV

7 ....... Hardwater Escutcheon ...... 97-017 .................. H7-017
8 ....... Trim Sleeve ....................... 92-330 .................. H2-330PV
9 ....... Loop Hndl. Button ............ 92-276 .................. H2-276PV
10 ..... Hrdwtr. Loop Handle ........ 97-021 .................. H7-021
11 ..... Hrdwtr. Hndl. Button ........ 94-211 .................. H4-211PV
12 ..... Hrdwtr. Egg Handle Assy. . 97-031 .................. H7-031
13 ..... Screw Package .................. 97-016 .................. H7-016
ID#     Description                                             Unfinished
14 ..... Cast Body w/IPS Connections ......................... Not Sold
15 ..... 1/2”MIPSx1/2”FIPS ........................................ Not Sold
16 ..... Cast Body w/Solder Connections .................... Not Sold
17 ..... 1/2”Cx1/2”C Stop / Solder .............................. Not Sold
18 ..... O-Ring ............................................................. 92-257
19 ..... Pressure Balance Cartridge S/A ....................... 97-013
20 ..... Ceramic Hardwater Cartridge S/A ................... 92-298
21 ..... Hardwater Cartridge Retainer Washer .............. 92-296
22 ..... Bonnet for Pressure Balance Shower ............... 92-329
23 ..... 1/2” NPT Plug ................................................. 97-302
24 ..... Plug for Solder Connection ............................. 97-333
25 ..... Thin wall plate / Spacer ................................... 93-090
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CAUTION:
Do not use scouring pads,

acid-based chemicals, or abrasive
cleaners to clean your faucet!

This will cause damage to the plated
or painted finishes!

The Anatomy of Your  GERBER  Product®

Be sure that you’re buying genuine GERBER  replacement parts!®
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PLASTER
            GUARD
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1. Use a level, tape measure,
and pencil to locate center
lines of valve body, shower
arm, and tub spout.

2. Align the plaster guard
with the drawn lines and
trace an outline of the plaster
guard.

4. Cut out the traced plaster
guard outline 1/8” larger than the
original tracing. Use hole saws
and a fine-toothed handsaw to
remove wall material.

5. Mount valve body per rough-
in or thin wall application.
Attach water supply lines and
outlet lines. Attach plaster guard
for grouting tiles or other forms
of interior finishing.

6. Install the trim and hardware.
Flush the piping system for one
minute. Attach the spout and
showerhead.

Hardwater Pressure
Balance Instructions
Simplified:



GERBER PLUMBING FIXTURES

BRASS WARRANTY
LIMITED LIFETIME WARRANTY - RESIL-
IENCE™   (PVD) FINISHES GPF warrants that
products with Resilience™  (PVD) Polished Brass and
Brushed Nickel finishes will be free from defects in
material and workmanship of the finish for as long as
it is owned by the original purchaser.  If the
Resilience (PVD) finish proves defective upon
inspection by GPF after the unit has been returned,
then GPF will repair or replace such part, at GPF’s
option, free of charge.

LIMITED LIFETIME WARRANTY -
CERAMAFLOW™  CERAMIC DISC CAR-
TRIDGE - GPF warrants that the ceramic disc
cartridge (the valve control of the faucet) will not
leak or drip for as long as it is owned by the original
purchaser.  If the ceramic disc cartridge malfunctions
or proves defective upon inspection by GPF after the
valve has been returned, then GPF will repair or
replace such part, at GPF’s option, free of charge.

TEN (10) YEAR LIMITED WARRANTY -
COMPRESSION/WASHERLESS CARTRIDGE -
GPF warrants that the washerless or compression
type cartridge (the valve control of the faucet) will
not leak or drip for a period of ten (10) years from
the date of original purchase, as shown on the
original consumer-purchaser’s receipt. If the
washerless or compression type cartridge

malfunctions or proves defective upon inspection by GPF
after the valve has been returned, during the 10-year
warranty period, then GPF will repair or replace such part,
at GPF’s option free of charge.This Ten (10) Year Limited
Warranty only applies to repair or replacement of defective
washerless or compression type cartridges. Normal wear of
washers, seats, o-rings, sealants and lubricants is not
subject to the 10-Year Warranty.

TWO (2) YEAR LIMITED WARRANTY ON OTHER
PARTS -
GPF warrants to the original consumer-purchaser of this
product that for a period of two (2) years from the date of
original purchase, this product will be free from defects in
material and workmanship under normal, reasonable use in
accordance with product instructions. All faucets installed
in accepted commercial installations carry a one (1) year
limited warranty.
All labor, shipping, and freight costs and any other charges
incidental to warranty and service are to be borne by the
original consumer-purchaser. GPF agrees, at GPF’s option,
to repair or replace this product or any part thereof, which
proves, upon inspection by GPF after such product is
returned, to be defective in material or workmanship.

GPF will not be liable for any labor, shipping, freight, or any
other charges incurred by the original consumer-purchaser
in acting upon the above warranties. Installation or use of
the faucet or valve not in accordance with product instruc-
tions or improper use, abuse or neglect of, or accident to, the
faucet or valve will void the above warranties.
To receive replacement or repair of either the ceramic disc

cartridge, washerless or compression type cartridge or an-
other part of this product, send the defective part, together
with the original sales receipt or a copy thereof, showing
the date of purchase, to:

Gerber Plumbing Fixtures Corp.
1514 W. Washington Street

Delphi IN 46923
ATTN:  Customer Service

or call: (847) 675-6570
If the Federal Consumer Product Warranties Act applies
to the original purchaser of this product, then any
implied warranties which may be applicable under state
law, such as any implied warranty of merchantability or
any implied warranty of fitness for a particular purpose,
are limited with respect to the ceramic disc cartridge to
twenty (20) years, washerless or compression type
cartridge to ten (10) years and with respect to all other
parts to two (2) years.

Other than as described above, GPF disclaims any and
all other warranties, express or implied, including any
warranties of merchantability or fitness for a particular
purpose. In no event shall Gerber Plumbing Fixtures
Corp. be liable to anyone for incidental or consequen-
tial damages.

The above warranties give you specific legal rights, and
you may also have other rights which vary from state to
state. Certain federal and state laws may limit or
disallow disclaimers of incidental or consequential
damages and/or limitations on implied warranties.
December 2000

Adjusting the Limit Stop:
There is a factory temperature preset which can be
changed by removing the LIMIT STOP. See the
exploded assembly for identification.
Do not exceed 120° Fahrenheit! Local Plumbing
Code will specify the maximum temperature
settings for the LIMIT STOP.
1. Pull out the TEMPERATURE LIMIT STOP.
2. Rotate the limiter Clockwise for COLD ( - )
and  Counter-Clockwise for HOT ( + ).
You may have to Seasonally adjust your limit stop.
1. Due to seasonal climate temperature changes you
may have to make minor adjustments to the limit
stop. During the summer months readjust it for a
cooler setting and in winter for a warmer setting.

The Limit Stop allows
you to control the amount of
HOT water so you can enjoy a
consistently safe water temperature.

Back-to-Back Installation Only:
HOT on Right and COLD on Left
1. Turn off the water supply and relieve pressure
from valve.
2. Remove Bonnet, Retainer Washer, Ceramic
Cartridge, and entire Pressure Balance Cartridge
from valve body.
3. Flip/push/rotate the black tab over to the oppo-
site side of the body.
4. Reassemble the valve body.

Flip
Tab


